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Equipment Certification Numbers and Labels
Every unit of Category I radio apparatus certified for marketing and use in Canada shall bear a permanent label on which is indelibly displayed the model number and Industry Canada certification number of the equipment model (transmitter, receiver, or inseparable combination thereof). 
The model number is assigned by the applicant and shall be unique to each model of radio apparatus under that applicant’s responsibility. The model number shall be displayed on the label preceded by the text: “Model:”, so it appears as follows:

Model: model number assigned by applicant

The certification number is made up of a Company Number (CN) assigned by Industry Canada’s Certification and Engineering Bureau followed by the Unique Product Number (UPN), assigned by the applicant. The certification number shall appear as follows:

IC: XXXXXX-YYYYYYYYYYY

Where:

· XXXXXX-YYYYYYYYYYY is the certification number;
· XXXXXX is the Company Number (CN) assigned by Industry Canada, made of at most 6 alphanumeric characters (A-Z, 0-9), including a letter at the end of the CN to distinguish between different company addresses;
· YYYYYYYYYYY is the Unique Product Number (UPN) assigned by the applicant, made of at most 11 alphanumeric characters (A-Z, 0-9); and
· The letters “IC” (Industry Canada) are to indicate the Industry Canada certification number, but are not part of the certification number.
Permitted alphanumerical characters used in the CN and UPN are limited to capital letters (A-Z) and numerals (0-9). 
Example: 
A company has been assigned a CN of “21A” and wishes to use a UPN of “WILAN3” for one of its products. The full Industry Canada certification number of this product would thus be: IC: 21A-WILAN3.

The use of symbols to represent characters in the certification number or the model number that are to be considered indeterminate (“wildcard” characters) is not permitted. 
Example: 
In the hypothetical model number 47XP-820K/A21xx, a manufacturer wishes to use the characters “xx” as wildcards to indicate that these two characters in the model number are not fixed but represent a range of characters decided by the manufacturer. This practice is not permitted. However, this same sequence of symbols can be used as a valid model number, if it identifies a single equipment model.

Note: 
Category I equipment that is not labelled with the model number and the certification number as described above is not considered certified.
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